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Please read this manual carefully before using this product.
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1. Function

General Instruction:
PTNET is one of programmable controlling interfaces, working compatible with PTN switchers through RS232 and lighting device through PT-NET port.
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Features:
· TCP/IP / RS232 inputs, RS232 and PTNET output
· Working compatible with PTN lighting systems (PTNET output), and PTN signal
management system (RS232 output)
· Compatible with local network or worldwide internet network.
· Programmable software going with the PTNET.
· Static resistance case with protection
· External international power supply (100Volt~240Volt AC, 50/60Hz) For worldwide
compatibility, all models are equipped with an internal, auto-switching power supply
that meets or exceeds all appropriate safety certifications.
· Wall/Table-mountable aluminium enclosure, PT case design.
· Front panel LED indicator. It will show you the working status
2. Front Panel
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1) RS232 INPUT : 
Control signal goes into PTNET by this port, supporting any control device with RS232 control port.
2) NETWORK:

Connected to a control device with RJ45 connector, communicated by TCP/IP. 
3) Power supply:

12 Volt power supply, working with PTN power adapter.
3. Real Panel
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1) PT-NET: connect to PTN relay, dimmer controller.
2) RS232 output: Control signal goes out to PTN relay, dimmer controller by this port.

4. Connection
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5. Specification
	input
	 
	output
	 

	Input Control Signal 
	TCP/IP (compatible with internet)               Rs232
	Output Control Signal 
	Rs232                                                         PTNET (For PTN Product )

	input connector
	RJ45 connector                                                                    9 pin RS232 connector
	input connector
	9 pin RS232 connector                                  RJ45 connector                                                                   

	Rs232 Layout 
	2=TX, 3= RX ,5= GND
	Software
	PC Software "PTNET V2.0"

	General
	 
	 
	 

	Frequency Response 
	20Hz ~20KHz 
	Temperature 
	-20 to +70°C

	Power Supply 
	110VAC~240VAC, 50/60 Hz
	Humidity
	10%~90%

	Case  Dimensions
	W20 x H43.6 xD12mm
	Power Consumption
	5W

	 
	 
	Product Weight
	0.5kg


6. Troubleshooting & Maintenance
1. When images of terminal unit output with ghost, such as the projector output with ghost, please check the projector’s setting or try another high quality connection cord.

2. When there is a color losing or no video signal output, please check the input and output end connection of VGA cable.
3. When the remote controller doesn’t works:
A. The battery has no power, please change a new one.
B. The controller was broken, please repair it.

4. When user cannot control the switcher by computer through its COM port, please check the COM port number in the software and make sure the COM port is in good condition.
5. When switching, there are codes back but no output image, please check with if there is any signal at the input end. If there is no signal input, maybe the input connection cord broken or the connectors loosen.
7. If the POWER indicator doesn’t work or no respond to any operation, please make sure the power cord connection is well.
8. If the output image is interfered, please make sure the system is grounded well.
9. If the static becomes stronger when connecting the BNC connectors, it maybe due to the incorrect grounding, please correct it otherwise it would damage the switcher.
10. If the switcher cannot be controlled by the buttons on the front panel, RS232 port or remote controller, the switchers may has broken. Please send it to the dealer for repairing.
This is a manual for PTNET, network controller.





This manual is only an instruction for operators, not for any maintenance usage. The functions described in this version are updated till Jan 2010. Any changes of functions and parameters since then will be informed separately. Please refer to the dealers for the latest details. 





This manual is copyright PTN Electronics Limited. All rights reserved. No part of this publication may be copied or reproduced without the prior written consent of PTN Electronics Limited.





All product function is valid till 2010-1-1








� EMBED CorelDraw.Graphic.9  ��� Operation Notice     Equipment 





In order to ensure the credibility use of the product and the user’s safety, please comply with the following items during installation and maintenance:
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The system must be earthed properly. Please do not use two blades plugs and ensure the alternating power supply ranged from 100v to 240v and from 50Hz to 60Hz.
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Do not put the machine in a place of too hot or too cold.
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To avoid any damage by over heat, please keep the working environment good in ventilation to radiate the heat when running the machine.
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The machine should be turned off when in rainy and humid days or nonuse for a long time. 
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The AC power supply line should be disconnected with the power socket during the following operation.


Take out or reinstall any component of the machine.


Disconnect or re-connect any connector of the machine.
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Please do not attempt to maintain and uncover the machine for there is a high-voltage component inside and the risk of the electric shock.
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Do not splash any chemical product or liquid on or near the equipment.
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